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Single Reduction Models Quick Select

XDNS

Universal

Solid Input Shaft
Solid Output Shaft
Housing Mount
See Page 36

XDTS

Worm-On-Top
Solid Input Shaft
Solid Output Shaft
Base Mount

See Page 38

XDBS

Worm-On-Bottom
Solid Input Shaft
Solid Output Shaft
Base Mount

See Page 40

XDJS

“J” Vertical
Solid Input Shaft
Solid Output Shaft
Bracket Mount

See Page 42

MDNS

Universal

Quill Input Adaptor
Solid Output Shaft
Housing Mount
See Page 37

MDTS

Worm-On-Top
Quill Input Adaptor
Solid Output Shaft
Base Mount

See Page 39

MDBS

Worm-On-Bottom
Quill Input Adaptor
Solid Output Shaft
Base Mount

See Page 41

MDJS

“J” Vertical
Quill Input Adaptor
Solid Output Shaft
Bracket Mount

See Page 43

CDNS

Universal

Coupled Input Adaptor*
Solid Output Shaft
Housing Mount

See Page 37

CDTS

Worm-On-Top Depending on size and

base selection, the coupled
Coupled Input Adaptor™ input adaptor may interfere

Solid Output Shaft with the mounting base.
Base Mount Please contact Winsmith
See Page 39 for assistance.

CDBS

Worm-On-Bottom
Coupled Input Adaptor*
Solid Output Shaft
Base Mount

See Page 41

CDJS

“J” Vertical
Coupled Input Adaptor*
Solid Output Shaft
Bracket Mount 1
See Page 43
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